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Product description

DESARDI® Eco Fleece 130g Micro-Tac® is a peel & stick wallpaper designed for quick, tool-free application and easy removal.
The nonwoven base is coated with our solvent-free Micro-tac® ultra-removable adhesive technology, which ensures secure
adhesion to a wide range of smooth surfaces while allowing for effortless repositioning during installation and clean removal,
even after long-term use. The Micro-tac® adhesive works like a giant post-it note: strong enough to stay in place, yet gentle
enough to be removed or repositioned without leaving residue. This makes it an ideal choice for rental properties, retail spaces,
exhibitions, and other temporary spaces. The material is PVC-free and FSC™-mix certified, providing a reliable, print-ready
surface for custom wallpaper designs without compromising on sustainability.

Product characteristics

Properties Test method Unit Value Unit Value
Total weight ISO 536 g/m2 185 10 oz. lly £6.5
Non-woven weight ISO 536 g/m2 130+ 5 oz. lly t 4.5
Liner weight ISO 536 g/m2 55+ 5 oz. lly £2
Total thickness ISO 534 pm 300 %10

Non-woven thickness ISO 534 pm 240 *+ 10

Liner thickness ISO 534 pm 60+ 10

Opacity ISO 2471 % >091

Product features

Print technology
Latex, UVgel, UV-curable, Xeikon dry-toner

Adhesive + liner
Solvent-free Micro-Tac® ultra removable adhesive, with a siliconized glassine paper liner

Colourfastness (prior to printing)
6 out of 8, in accordance with ISO 105 Bo2
(1 = very poor, 8 = excellent)

Washability
Washable, in accordance with EN259-2 /| EN12956

Fire retardancy
Reaction-to-fire: C - s1, do in accordance with EN13501-1:2018
Class “A” in accordance with ASTM E84-23c

Sustainability

Free of PVC

FSC mix credit certified

REACH compliant

CE-marking in accordance with EN15102:2019

Shelf-life and storage conditions
The shelf life of this media is 1 year under normal conditions (10°C —35°C at a relative humidity 30% - 75%).
Higher humidity and/or temperature can affect the product performance. Always store the media in its original packaging.

Application
Peel & stick application. It is recommended to read our support document carefully before using the product.

Important: Before using the media the user must examine the suitability of the media for each application.
We shall not assume liability for non-performance of the media. Specifications are subject to change without notice.
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